
SPECIFICATION:
 1.MATING FORCE:44.1N MAX
 2.UNMATING FORCE:7-25N
 3.DURABILITY: 5000 CYCLES MIN
 4.CURRENT:0.5A
 5.VOLTAGE:40V MAX
 6.WITHSTANDING VOLTAGE:500V AC MIN.(UNMATED)
 7.CONTACT RESISTANCE:30MN MAX.
 8.INSULATION RESISTANCE:100MN MIN.(UNMATED)
 9.OPERATING TEMPERATURE RANGE:-20.C TO +85.C
10.ALL THE MATERIAL SHOULD COMPLY WITH THE ROHS 
     REQUIREMENT.

* 所有原料材质,生产制程,电镀必须符合ROHS要求

 Shen zhen Shi Xin Nan Tian Industrial Co., Ltd
深圳市鑫南天科技有限公司

PIN 1 PIN 19

由
 A

u
to

d
es

k 
教

育
版

产
品

制
作

由 Autodesk 教育版产品制作
由

 A
u

to
d

esk 教
育

版
产

品
制
作

由 Autodesk 教育版产品制作

UnR
eg

ist
er

ed



* 所有原料材质,生产制程,电镀必须符合ROHS要求

7. A box of 10 volumes, 8000PCS
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